DM9, DM10, DM12

High efficiency 3500W motors with Aluminum body for maximum
DIAMOND CORE performance. Three models available with a range of gearings for

DRILL MOTORS different needs.

0201-009-225-2023-001-026 X
S 10201-0 : SIE Aluminum housing for better Slow Start — An automatic hole

[SINRINN 10201-010-225-2023-001-026

cooling and durability. starting function which protects
ISITERE 10201-012-225-2023-001-026 ’ core bits from breakage.

Built in vertical
level,

Anti-Seize Ring prevents core bits
from getting stuck on the spindle
Built in Tubular Spirit
Level for precision

Mounted To The Optional Rig

m 220V Models 110V Models

Indicator Light for optimizing
drilling efficiency with overload
and overheat warning

2 sdes

Mode! DMS DM10 oz

Power Input 3500 W {220V)

Voltage 220-240V~ 50-60 Hx

Rated Load Speeds min’ 345/630/1000 270/480/780 220/370/620
Drilling Capacity @250 mm (107) @300 mm (12°) B350 mm (147
Gear Ol Type W20

Gear Oil Capacity 625ml

Spindie Thread 1 1/4" UNC male & 1/2" BSP female

Protection Class Class | With PRCD / GFCI

Soft Start & Overload Protection  With

Dimensions 550 mmx 155 mm x 210 mm

Weight 12,9 kg (28,4 Lbs)



