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Introduction
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Clearing width 4 meters

Total length 8 meters

Towed by a tractor or truck with standard trailer hitch

No special equipment on the towing vehicle

2500 kg weight on the hitch

Adjustable height of the towingbar

Adjustable parking leg

< 2 min to connect/disconnect sweeper from towing vehichle



Technical data – General 
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Length sweeper : 8 000 mm

Width, transport : 4 880 mm

Height : 2 700 mm

Weight : 10 200 kg

Rear axle : Fix w/air brakes

Paint : RAL 1004/RAL 2011
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Engine:
Volvo TAD1181VE

Power output: 
365kW/360 HP

Emission standard: 
EU Stage V Tier 4

Technical data - General 

Hydraulic tank: 
150 ltr

Diesel tank: 
1 000 ltr

Electric system: 
24 V

Batteries: 
2x12 Volt/180 AH



Technical data – Capacity
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Clearing width : 4 000 mm at 30º

Clearing speed, max : 65 km/h

Capacity, max : 260 000 m²/h

Air blower capacity : 40 000 m³/h

Blowing speed : 150 m/s



Technical data – Brush system
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Brush core length : 4 600 mm

Brush diameter : 915 mm

Brush cassettes : Steel or polypropylene

Cassette rows : 16

Brush speed : 0 – 900 rpm
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Central 
lubrication 

system

PC-based 
service tool

Airflaps in tunnel Steerbale towing
bar Magnet beam

Rear view camera Fleet Cloud 110/220 Volt 
battery charger

110/220 Volt 
hydraulic tank 

heater
110/220 Volt 
engine heater

24 Volt NATO 
emergency start 

socket

QR code for easy 
access to service 

information
Spare brush
castor wheel

Spare wheel
main axle

Air nozzle for 
runway lights

Optional equipment



Vehicle
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TRACTOR OR TRUCK 
WITH STANDARD 
TRAILER HITCH 

2500 KG WEIGHT
ON THE HITCH

NO SPECIAL EQUIPMENT
AIR BRAKE CONNECTORS



Vehicle
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Flexibility when it comes to 
the towing eye
Tow bar for all standard trailer 
hitches



Advantages
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Towing vehicle 
flexibility

Strong, heavy design 
without any 
vibrations or 

bouncing
Compact design No sensible micro 

switches

Automatic brush 
adjustment 

according to speed 
and wear

Working speed with 
total stability 65 

km/h

New generation 
variable capacity fan 
up to 40 000 m³/h in 
airtunnel at 150 m/s

Air nozzles and 
tunnel in front of the 

rear wheels

Hydraulic fittings in 
non-corrosive 

material
All Din A4 stainless 
steel bolts and nuts

Easy access for 
service and 

maintenance



Advantages
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Latest standard of 
hydraulic 

components

Unique broom 
suspension system 

with mechanical 
float

Special corrosion 
treatment and choice 

of materials

Maximum brush 
speed v=45 m/s=165 

km/h

Modern control 
panel Easy operation

Good access to 
brush core to change 

cassettes (20 
minutes)

Lower investment 
and considerably 

reduced operational 
costs

Extremely low life 
cycle cost

Variation of different 
options (heater, 
battery charger, 

arctic packages etc.)



EP 6 Snow Plough
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Clearing width : 4 550 mm
Max width : 5 860 mm
Number of elements : 6 pcs
Element width : 915 mm
Element height : 1 200 mm
Clearing angle : 35°
Weight incl. lifting device : 1 400 kg
Retract height, element : App. 120 mm

Lifting device : DuoLift
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Low investment
for high perfomance



ØVERAASEN AS   Roald Amundsens veg 1   2816 Gjøvik   Norway  
Phone: +47 61 14 60 00   Email: info@overaasen.no  www.overaasen.no

Follow us on: 

https://www.facebook.com/overaasen
https://www.linkedin.com/company/52030042
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